Hand Crank & Motor Driven Reels
1175 Series

1175 Series hand crank and motorized hose reels, like the
1125 Series, is an industry preferred design built with a larger
chassis for larger hose capacities and hose diameters. They
feature a sturdy one piece all welded “A” frame base, low profile outlet
riser open drum slot design for smooth even hose wraps around the
drum.

1175 SERIES Offers...

v One Piece All Welded Steel “A” Frame Construction

v/ Low Profile Riser & Open Drum Slot For Smooth, Even Hose Wraps
v Solid Steel Crank With Smooth Round Handle

v/ Long-Handled Lock Pin Secures Reel From Rotation

v/ Adjustable Friction Brake Assembly To Brake Or Lock The Drum
¢/ Chain & Sprocket Drive

v/ Zinc Plated Steel Swivels
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1175 HAND CRANK MODELS // Air & Water, oil & fuel

Drive Type [ Manual | MODEL Inlet  Outlet :
m 1o hose 1.D. OD. Length ID: OD* lLength* BAR _ oro. pnpr KG Size
1175-6-50 25mm 37mm 15m 19mm 32mm 30m 210 1" 1" 30 1
11756100 25mm 37mm 30m 19mm 32mm 45m 210 1" 1" 32 2
Media m 11756125 25mm 37mm 38m 19mm 32mm 61m 210 1" 1" 33 3
[ Water | 11756135 25mm 37mm 41m 19mm 32mm 53m 210 1" 1" 32 6
11756-150 25mm 37mm 45m 19mm 32mm 76 m 210 1" 1" 34 4
[ oil | 11756200 25mm 37mm 60m 19mm 32mm 91m 210 1" 1" 38 5
Swivel material Steel
Seal material Aflas
Also available in MOTORS DRIVEN MODELS // Add the suffix to hand crank models above
TN (e (o T Suffix # Motor Type Description ExtraKG
SAINITES e RE =1 -
Please see page 20 & 21 A AIR #4 GAST Comp. Air Motor 4
E ELECTRIC - 12V DC 1/3HP 6
EB ELECTRIC - 24V DC 12 HP 12
ED ELECTRIC Explosion Proof 12 HP 12
EA ELECTRIC Explosion Proof - 115V DC 1/2HP 12
H HYDRAULIC End Ported 9/16-18 UNF 3
C CRANK Bevel Gear 2
PORTABLE GARTS & CARRY HANDLES
Model Portable Cart for
PR-1175-11  1175-6-100 8
PRP-1175-11  1175-6-100
PR-1175-15  1175-6-200 —
PRP-1175-15 1175-6-200 " O
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DIMENSIONS
Crank Elec Air
SIZE A B © D E E E F G
1 267 190 610 173 628 518 470 511 666
2 267 292 610 428 730 619 264 511 666
3 267 343 610 480 781 670 622 511 666
4 267 394 610 530 832 720 673 511 666
5 267 508 610 644 946 373 787 511 666
6 267 508 508 644 946 373 787 454 559

¢H§ FOR MORE INFORMATION PLEASE CALL &

\n, +44 (0) 1536 464 990 or visit www.crireels.com
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