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Drive Type Spring

Media Air

 Water 

 Oil

Swivel material Brass 

Seal material Nitrile

Compact Hose Reels

LG Series

MODEL// LG-LP-125-BGX

MODEL 
hose

MODEL 
no hose

I.D. O.D. Length BAR Inlet Outlet
KG 

hose
KG 

no hose
Size

LG-LP-125-BGX LG-LPL-125-BGX 6mm 12mm 8m 21 1/4" 1/4" 5 4 1

LG-LP-320-BGX LG-LPL-320-BGX 10mm 17mm 7m 21 3/8" 3/8" 5 4 1

LOW PRESSURE // Air & Water

DIMENSIONS

AB

C

ØD

E

ØF

L

M

AB

C

ØD

E

ØF

L

M

SIZE A B C D E F L M

1 267 133 270 254 73 140 64 152

reels with hose can be used for air, water with a maximum temp. 65°c reels without hose can be used for air, water & oil

MOUNTS ALMOST ANYWHERE

this reel is suitable for both vertical 
and horizontal mounting to any flat 
surface. its compact sizes means it 
can be installed almost anywhere 
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LG SERIES HUB FEATURES

  • Integrates High-Strength Composite With Self Lubricating Bronze Bearing
  • Over 100% More Impact Strength Than Typical Glass Filled Polypropylene Used In Other 

Reels
  • Strength Actually Increases By 20% At Sub-Zero Temperatures (Actual Test Results 

Measured At -40°C)
  •  Excellent Chemical Resistance

LG SERIES GROMMET FEATURES  

  • Continuous Radius Design Allows The Use Of Various Size Tubing In Addition To 
Standard Hose Sizes

  • Absolutely No Pinching & No Place To Catch
  • Bearing Grade, FDA-Compliant Composite
  • Excellent Chemical Resistance

LG SERIES Offers...
4 Compact Space Saving Design
4 Brass BSP Swivel
4 Multi Position Locking Ratchet

LG Series is the first lightweight/compact - heavy duty reel on the 
market. The LG Series is perfect for commercial or industrial applications 
where space or budget is limited. It is extremely lightweight & compact & 
can install almost anywhere. This little giant can accept either a 6mm or 
10mm hose to tackle the jobs of reels almost double its size.




